
Process Simulation with ASPEN Plus

7505 Course Notes

Section 4: Sensitivity Analysis and 

Calculator Block

These course materials are applicable to Version 14 of ASPEN Plus

ASPEN PlusTM is a trademark of Aspen Technology, Inc., Bedford, MA, U.S.A.
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Sensitivity Analysis in ASPEN Plus

 Sensitivity analysis examines the variation of process results

      with changes to key flowsheet variables.

 Sensitivity generates tables in the base case report.

 RR           x(A)                

1.0 0.900

1.2            0.916

1.4            0.935

                        1.6            0.964

                        1.8            0.992

Tabulated

function

Column RR

x(A)

Independent

variable
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Setting up a Sensitivity Analysis Block

1. Identify the flowsheet variables to be sampled.

2. Select or compute the variables that are to be tabulated

    (dependent variable or tabulated function).

3. Identify the variables to be varied.

4. Select values for the independent variables.

     Caution: Each combination of independent variable values requires one

                   evaluation of the sensitivity block.  For sensitivity blocks with     

                   several independent variables, the number of combination can be

                   surprisingly large.
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Setting up a Sensitivity Analysis (Cont’d)

                                                      N

Total No. of Evaluations  =  i              

                                                            i = 1

where  N  =  total number of independent variables

            i  =  total number of points in independent variable i

Example:  2 independent variables to vary T and P

T(o F) = 100, 200, 300, 400, 500

P(atm) = 1, 2, 3, 4, 5, 6, 7, 8, 9, 10

No. of Combinations =  (5)(10) = 50 points
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Sensitivity Analysis Input Forms

 Sensitivity feature is invoked by selecting Model Analysis

     Tools in Data pulldown menu.

 Fill out 1. Vary tab => identify manipulated variable

                  2. Define tab => access variables from flowsheet

3. Tabulate tab => select/compute a function to be 

                                            tabulated based on sample variables
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Sensitivity Analysis Input Forms (Cont’d)



Example: Vary Reaction Conversion between 0.50 to 0.90 
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3H2 + N2  2NH3

fH2 = 0.80

40% of 
inlet

Based on inlet: 
H2: 1.0%
N2: 5.0%
NH3: 95%

H2: 150 kmol/hr
N2: 150 kmol/hr

Thermodynamic Method: IDEAL
(dummy, because we are not doing energy balance) Tabulate Mole% NH3

Vary fH2



Plot from the Sensitivity Analysis Table
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Calculator Block (Fortran Block)

 Allows users to insert Fortran statements or Excel spreadsheets into

       flowsheet computations to perform user-defined tasks. 

 Applications:

– Calculating or setting input variables before they are used (feedforward

   control) based on some upstream information/results (most common)

– Reading input parameters from a file or the terminal

– Writing results to the History file, Report file, the terminal, or any user-

   specified external file

– Calling external subroutines

– Writing your own user models



Example 1: Calculate Reactor Outlet Pressure and Input It

10

3H2 + N2  2NH3

fH2 = 0.80

40% of 
inlet

Based on inlet: 
H2: 1.0%
N2: 5.0%
NH3: 95%

H2: 150 kmol/hr
N2: 150 kmol/hr

Empirical correlation for the reactor pressure drop:

P = 1.5 x10-9 M2  [=] bar, and M [=] kg/hr of Stream 2

P = 1.0 bar

P = 1.0 bar



Example: Let’s Do Manual Calculations First

P = -1.5 x10-9 (8477.49)2 bar = -0.1078 bar

P (Stream 3) = 1 – 0.1078 = 0.8922 bar
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Specifying a Calculator Block 

 Define a Calculator block by:

1. Creating the Calculator block by selecting Flowsheeting Options

    in Data pulldown menu

2. Identifying the flowsheet variables that the block samples or

    manipulates.

3. Entering the Excel formulas or Fortran statements

4. Specifying when the Calculator block is executed
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Specifying a Calculator Block (Cont’d) 
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Specifying a Calculator Block (Cont’d) 



Example 2: Calculate a New Reaction Conversion and Use It
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3H2 + N2  2NH3

fH2 = 0.80

40% of 
inlet

Based on inlet: 
H2: 1.0%
N2: 5.0%
NH3: 95%

H2: 150 kmol/hr
N2: 150 kmol/hr

Empirical correlation for the reaction conversion:

fH2 = 21.355 x3
H2 xN2/PS3 where xi is the mole fraction of i in Stream 2

P = 0.8922 bar

P = 1.0 bar
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Your Task

 Create a 2nd Calculator Block to calculate the new reaction

conversion using the given empirical equation.

Questions:

1. What are the new variables you need to sample (import variables)?

2. What is the new variable you need to overwrite (export variable)?

3. What is the new reaction conversion used by the reactor?

Answer from A+: ____________

Answer from hand calculations: ____________


